Catalogue MSG11-3500/UK Manifolds, Subplates

Bolt Kits Accessories

BK bolt kits

Socket head cap screws as per ISO 4762-12.9

Ordering Description Ordering Description
code code
BK 399 | Bolt kit M5x25 BK 534 |Bolt kit M20x90
BK 375 |Bolt kit M5x30 BK 386 |Bolt kit M20x90 6 pcs.
BK 443 | Bolt kit M5x45 BK 481 |Bolt kit M20x110
BK 300 | Bolt kit M5x50 BK 513 |Bolt kit M20x120
BK 380 Bolt kit M5x60 2 pcs. BK 514 Bolt kit M20x150
BK 421 |Bolt kit M5x65 BK 515 |Bolt kit M20x160
BK 400 | Bolt kit M5x70 BK 419 |Bolt kit M24x120 8 pcs.
BK 401 | Bolt kit M5x75 BK 516 | Bolt kit M24x150 8 pcs.
BK 402 | Bolt kit M5x80 BK 530 | Bolt kit M24x160 8 pcs.
BK 444 | Bolt kit M5x85 BK 418 |Bolt kit M30x100
BK 403 | Bolt kit M5x90 BK 536 | Bolt kit M30x120
BK 468 | Bolt kit M5x95 BK 509 |Bolt kit M30x130 8 pcs.
BK 404 | Bolt kit M5x100 BK 420 |Bolt kit M30x140 8 pcs.
BK 405 | Bolt kit M5x110 BK 531 | Bolt kit M30x150 8 pcs.
BK 406 | Bolt kit M5x115 .
BK 424 | Bolt kit M5x130 BK 518 | Bolt kit M30x160
BK 519 |Bolt kit M30x180

BK 408 Bolt kit M6x25
BK 385 | Bolt kit M6x40
BK 310 Bolt kit M6x55

BK 422 Bolt kit M6x75 If no other specification is indicated, 1 bolt kit contains 4 screws.

BK 412 | Bolt kit M6x90

BK 508 | Bolt kit M6x100 Thread length

BK 311 | Bolt kit M6x105

BK 528 | Bolt kit M6x110 Threads - M5 “1"6 - Mlo M12

BK 414 Bolt kit M8x40 Thread lengt .5 x @ threa

BK 441 | Bolt kit M8x50

BK 533 | Bolt kit M8x90 Note

BK 538 | Bolt kit M8x95 The torque for bolt kits or tie rod kits is according to valve

BK 510 | Bolt kit M8x100 type/product. Consult product chapters.

BK 505 | Bolt kit M10x35

BK 388 Bolt kit M10x40 Torque for plugs

BK 485 Bolt kit M10x45 (Specifications +15 %) 1)

BK 506 Bolt kit M10x45 6 pcs.

g& ggg 20:: t': mgxgg . Metric [Nm] BSPP | [Nm] UNF [Nm]
Oft kI WAHXOL 6 pes. 5/16 6.9

BK 320 |Bolt kit M10x60 4 pcs. / M6x55 2 pcs. M10 x 1 15 1/8 15 ; :

BK 484 | Bolt kit M10x65 M12 x 1.5 25 1/4 25 3/8 6.9

BK 539 Bolt kit M10x95 M14 x 1.5 25 3/8 40 7/16 25

BK 521 | Bolt kit M10x120 4 pcs. / M6x120 2 pcs. M18 x 1.5 40 1/2 60 1/2 25

BK 494 | Bolt kit M12x45 M20 x 1.5 50 3/4 90 9/16 40

BK 486 | Bolt kit M12x70

BK 525 | Bolt kit M12x75 M24 x 1.5 65 11/4 240 7/8 60

BK 360 |Bolt kit M12x75 6 pcs. M27 x 2 90 1172 300 1116 90

BK 532 Bolt kit M12x90 M33 x 2 140 2 550 13/16 140

BK 504 | Bolt kit M12x100 M42 x 2 240 15/16 240

BK 522 Bolt kit M12x140 6 pcs. M48 x 2 300 15/8 300

BK 460 Bolt kit M12x145 6 pcs.

BK 415 | Bolt kit M16x55

BK 366 | Bolt kit M16x70 Bold letters =

BK 526 | Bolt kit M16x80 oL epe

BK 511 Bolt kit M16x90 Short-term avallablllty

BK 529 Bolt kit M16x100
BK 487 Bolt kit M16x110
BK 512 Bolt kit M16x150
BK 507 Bolt kit M18x75
BK 416 Bolt kit M20x70

) The tightening torques refer to counter material steel, cast iron and SG
iron by usage of impact wrenchs (with torsion bar) and impulse tools.
The plugs have to be screwed in slightly oiled in bodys respectively

blocks.
BK 417 Bolt kit M20x75 - "
| h f h
BK 527 Bolt kit M20x80 E:; et1rI]Li1rrg|nlum plugs the specified torque above has to be reduced to

For aluminium blocks should be used 75 % of specified above.
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